
AIR FOI7( :V
J- " c m sil" C XIIVISIm. ) V ,i l '

HNICAL LIBRARY -

......... /
O REACTION WHEEL ATVIIUDE CONTROL

FOR SPACE VEHICLES

Ijb
lo t 1 _.• .1, _

C R-FIC

Ronald W. FroeliiI

Harry Patapoff

October 1959

Hi

AR; -I ..



. . . .

Best
Available

Copy



U14

REACTION WHEEL ATTITUDE CONTROL

FOR SPACE VEHICLES

by

Ronald W. Froelich and Harry Patapoff

To be presented at the
IRE National Automatic Control Conference

November 6, 1959
Dallas, Texas

SPACE TECHNOLOGY LABORATORIES, INC.
P.O. Box 95001

Los Angeles 45, California

I



MAn

A4attitude control systemn coný5-Stz~na Of mnotor-driven inriaw..ýecls in.

uz:;nw~hat. orriignsseeconsystem is DroIoos-ed 0

-ýý,c vh.etcies. Control by mass ejecti-o-nis used to cmest o nta

-TL:Dtr-ancC5 during separation frozm thec booster, and for rroJouwne

r' onnentumn stored in the wheels. The use of reaction wheels per--it s fineC,

c. ~daattitude control.

A1 lbratory model of a sige xscontrol systemn was ccnstructedfr

ex-ýer;mr-ntatilon and evaluation, The choice of a suaitabl-je plattlorm cn~u

ra~tion, selection of a D.rime m.over for the i~inertial' wheel, and the nkooh

recesg of the electronics and pneum.atics are discussed. Z-m-has-s was

Iace2! upon minimization of weeight and Dower cnunto.Systemr evaluati`on

.nc.uces a discussion, of efficiencies, reli'ability, and torcue- speed-power

I 'e'ationshios.

Sources of disturbances, methods of sensing, and general equation~s OX

motoio are presented in the Appendix.



SUMMARY

An attitude control system consisting of motor-driven inertial wheels in

conjunction with an over-riding mass ejection system is proposed for use in

space vehicles. Control by mass ejection is used to compensate for initial

disturbances during separation from the booster, and for removal of unwanted

momentum stored in the wheels. The use of reaction wheels permits fine,

damped attitude c-)ntrol.

A laboratory model of a single-axis control bystem was constructeI for

experimentation and evaluation. The choice of a suitable platform configu-

ration, selection of a prime mover for the inertial wheel, and the philosophy

in the design of the electronics and pneumatics are discussed. Emphasis was

placed upon minimization of weight and power consumption. System evaluation

includes a discussion of efficiencies, reliability, and torque-speed-power

relationships.

Sources of disturbances, methods of sensing, and general equations of

motion are presented in the Appendix.
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I. INTRODUCTION

The use of inert;.1I wheels is a feasible and relatively simple method for

controlling the attitude of a bpace vehicle. A wide, continuous range ff control

torques is obtainable, permitting fine, damped attitude control. Furthermore,

the generation of these control torques does not require any interaction with

ambient fields, which vary with altitude and position. Control torques are

derived by inertial means, and are therefore independent of the locaticn of the

vehicle.

The low weight requirement, low power consumption, and attainable

reliability should make a reaction wheel control system appealing for future

space programs. This is especially true in cases where precise attitude control

is required for a long period of time, and where electrical energy is to be

generated in flight by means of solar cells or nuclear power supplies.

An experimental laboratory model of a single-axis control system was

constructed from off-the-shelf components employing several novel techniques

in circuitry. The purpose of constructing such a model was to resolve major

problems associated with the design and construction of logic circuitry, power

amplifier, ahd prime mover, in order to obtain a system in which weight and

power consumption are minimized. Insofar as practical, single-axis control of

a space vehicle was simulated in order to evaluate performance and reliability.

Without employing a major rtsearch program, a practical three-dimensional

reaction wheel attitude control system for a space vehicle can be constructed with

only minor modifications of the system employed in the laboratory model.

II. SYSTEM DESCRIPTION

A hybrid system consisting of a motor-driven inertial wheel and an

auxiliary mass ejection system employing constant thrust gas jets is considered

here. Cold pressurized helium is used for thrust generation.

The motor-driven wheel is mounted upon a platform suspended horizontally

by means of knife edges. Angular deviations of the platform from the desired

attitude are sensed, and the resulting error signals are used to accelerate the

I



wheel in the direction of the deviations. The reaction torque on the platform

reduces these deviations to zero. Figure I shows a block diagram of the wheel

systern.

The reaction wheel system is in essence a momentum transfer and

storage device, absorbing momentum from the platform. The steady-state

behavior of the system in the presence of a constant disturbance torque is a

constant acceleration of the wheel, whose reaction torque on the platform is

equal and opposite to the disturbance. In the absence of disturbances, constant

wheel speed is maintained.

The function of the pneumatic system is to remove undesired momentum

from the vehicle or wheel. It is used to reduce any large angular rates

imparted to the platform, and to insure that the inertial wheel speed is maintained

below a pre-set level. This level is governed by the maximum speed of the

motor and by power losses, which are a function of wheel speed. If the wheel

speed exceeds this pre-set value, the tachometer activates the pneumatic

system and sufficient impulse is generated to reduce the wheel speed. The

system then reverts to wheel control.

A block diagram of t),ie pneumatic system appears in Figure 1. The relay

has a specified dead-space within which the reaction wheel system operates.

The pneumatic system is also an over-riding system for the reaction wheels. If

any large spurious disturbance should occur during wheel control, pneumatic

control is initiated either when the attitude deviation exceeds the deviation

corresponding to the relay dead-space value, or when the platform angular rate

becomes sufficiently large.

III. THE LABORATORY MODEL

In constructing a laboratory model of a single-axis reaction wheel control

system emphasis was placed upon minimizing power and weight requirement,

and attaining reliable operation for at least one year. A description of the

platform, the prime mover, the electronics, sensor, and the pneumatics follows

(see Figure 2).
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A. The Platform

A desirable platform configuration is one in which the frictional

effects of the suspension system are negligible. The methods of suspension

considezed were (1) the use of precision ball bearings with platform motion

about a horizontal or vertical axis, (2) use of high pressure air bearings, (3)

suspension vertically by wire, (4) the use of knife edges, and (5) fluid immersion.

A configuration using knife edges for the bearing surfaces was chosen, giving a

":teeter-tooter" motion to the platform. This method of suspension was chosen

because of its low frictional torque level, simplicity, and relatively short

construction time. The frictional torque level of the knife edges is of the order

of 0. 015 oz-in., which is sufficiently low compared to the other disturbances

encountered in the system. An enclosure for the platform was also added to

eliminate the disturbing effects of air currents in the laboratory. Initially, the

power supply and electronics were external to the platform, but the frictional

effects of the interconnecting leads were not tolerable. As a result, all

components including power, gas, sensor, and telemetry were mounted on the

platform. To accommodate this apparatus, a platform approximately 3 feet by

I foot was chosen, pivoted to give maximum moment of inertia.

Power on the platform was provided by Sonotone Type "X" hermeti-

cally sealed batteries, chosen to maintain platform balance during the battery's

active discharge period. Hermetically sealed batteries eliminate any shift of

the center of gravity of the platform due to vapor discharge of motion of liquid.

It was found that platform bending made it difficult to maintain the

center of gravity of the platform exactly at the contact point of the knife edge.

To remedy this situation, braces were added to make it more rigid and

integration was incorporated in the control system to limit platform deviation

to small angles.

B. The Motor

Initial investigations were made of the specifications of all motors

feasible for use in rotating the inertial wheel. The results of these investigations

follow.
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1. A-C Motors

A squirrel-cage motor does not adapt itself to speed control at

zero or at low speeds without undue over-heating.

The speed of an a-c synchronous motor can be controlled by

varying the frequency and amplitude of the applied voltage. In theory, this

is the ideal nmotor for speed control. To accomplish speed control, however,

it is necessary to vary the frequency and amplitude of the applied current to zero

for zero speed while maintaining a constant phase shift to the motor. This can

only be accomplished down to approximately 30 per cent of the full-speed values,

after which excessive armature heating occurs at lower speeds. As use of this

motor thus appears to be impractical, it was not included in the original studies,

although it was reserved as a possibility for use at a later date.

An a-c sex o motor adapts itself well to speed control, has

reasonable linear torque curves over at least 80 per cent of its range, has

efficiencies of about 30 per cent at maximum power output from the motor, and

is readily available for testing from several manufacturers. One inherent

problem with this type of motor is that excitation must be supplied to the main

winding of the motor at all times when the motor is in use. To reduce this

standby power to a minimum it was decided (a) that a power unbalance should

exist in the servo motor to be used on the laboratory platform, and (b) that more

power should be consumed in the control winding of the motor than is consumed

in the main winding cf the motor by a ratio of at least 4 to 1. The final ratio is

dependent upon the capabilities of the amplifier system.

2. D-C Motors

A shunt-wound motor is well adapted to speed control, provided

the field is fixed at maximum excitation and the armature voltage is varied.

This type of motor always has one winding connected across the supply voltage

requiring power. This motor was not entirely discounted, although it was not

chosen for initial investigation.

A d-c servo motor is similar in operation to the shunt-wound

motor discussed above, but exhibits better and more linear torque character-

istics. It requires more power under stall conditions for the same case size,
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since a d-c servo motor is, in effect, only a modified d-c shunt motor with a

stronger field. If the motor were made larger, then the power required to

produce the necessary flux c.ould be reduced. This type of motor would reduce

the required power in the main winding of the motor under standby conditions.

As this motor leaves muzh to be desired from the standpoint of efficiency, it

was not used.

A d-c permanen•t magnet motor has only one winding, good stall

torque, and is more efficient than most other types of small d-c motors. As

with all d-c motors, brushes could create problems at high altitudes uanless the

motors were hermetically sealed. It does not have linear torque curves, but

is stili the most promising of the regular d-c type motors. Since it is a single-

winding motor, no power is required for a second winding, as in the case of

the a-c motor under standby conditions. One problem inherent with any d-c

motor with brushes is the inability to control running speed over a range

greater than 7 or 8 to 1. However, wiih suitable electronics, such as a

velocity servo loop, it is possible to overcome this difficulty.

An electronically commutated d-c motor using special inside-out

construction techniques is presently under development and evaluation at Space

Technology Laboratories, Inc. The motor is quite efficient, requires no fly-

wheel (the physical rotated mass has sufficient moment of inertia) and has no

brushes to cause high-altitude problems. In this motor, the position of the

flux field is sensed by two balanced bridges using magneto-resistive or Hall

effect in bismuth or another suitable material.

On the basis of the above considerations, a d-c permanent magnet

motor, an a-c servo motor, and an electronically commutated d-c motor were

chosen as possible prime movers for the wheel.

Since speed information is used Ln the logic functions of the

system, a simple two-pole a-c permanent magnet tachometer is incorporated

as an integral part of the motors to sense speed.

7C



C The Electronics

Two basic speed control systems have been designed for use with the

motors: (a) a 400-cps system to drive the a-c servo motor, and (b) a

10,O00-cps time-modulated system to drive the permanent magnet and d-c

electronically commutated motors.

1. A-C Motor Power Amplifier

As system efficiencies for both the a-c and d-c motors are

extremely important, it was decided to employ switching techniques to drive

the motors. With these techniques, all the circuitry is either completely off

and no power is dissipated in any portion of the circuit, or all the circuitry is

completely on, i.e., in a condition of saturation, and the maximum possible

power is delivered to the load.

In the case of the a-c motor, 400-cps square wave excitation is

provided to the main winding of the motor (see Figure 3). To achieve speed

control, the signal for the control winding is developed as follows.

The square wave applied to the main winding of the motor (Wave-

form 1, Figure 4) is integrated and amplified to provide a sawtooth waveforrm

(see Waveform 2, Figure 4). This waveform is clamped to an appropriate level

by two Zener diodes. Bias is varied on the base of the transistor to which the

clamped sawtooth waveform is applied. Error voltage variation of the bias at

the transistors causes amplification of only a portion of the waveform in direct

proportion to the bias voltage, producing Wa",eform 3, Figure 4. The output

signal of this stage is amplified through a high-gain amplifier to produce a square

wave which varies in duration symmetrically about the 9k0 centerline (see

Waveform 4, Figure 4).

This signal is then applied to a power amplifier driving the control

winding. The motor is reversed by changing the polarity of the square-wave

vclta-e applied to the main winding. A null amplifier is used to process the

1.,carning d-c. error signal to the system- the output of the null amplifier, when

amplified in two Class B complimentary amplifiers, serves to change the bias

level in the control amplifier circuitry.

8
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Figure 4. Waveforms in Control Circuitry of A-C System.

Several novel features have been incorporated into the a-c speed

control circuitry. In order to switch the power transistors in the power ampli-

fiers cleanly into saturation, it is necessary to have an available voltage more

positve than battery voltage, since the transistors are used in an emitter-follower

configuration. This voltage is obtained by means of a step-down transformer,

which is connected across the 4 00-cps voltage supplied to the main winding of

the motor. The output of this transformer feeds a full-wave rectifier and

develops approximately three-fourths volt out of an r-c filter. This voltage,

when added to the positive battery potential, insures that the power transistors

are in a state of full saturation.

Chopper stabilisation is incorporated into the null amplifier

circuitry to reduce long term d-c drift. Excitation to the solid state choppers

is provided by transformer coupling to the excitation supplied to the main

winding of the a-c servo motor.
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The square-wave generator used as a time base is a hybrid

multivibrator. This three-transistor multivibrator is inherently more tempera-

ture stable than two-transistor nulti vibrators, as the frequency of its output is

dependent only upon the temperature coefficient of one small capacitor.

The efficiency of this system, in terms of useful power delivered

to the load compared to the power consumed by the amplifier is approximately

35 per cent.

2, D-C Motor Power Amlifier

a. Power System

In the d-c power system, a square-wave type of controlled

time-duration voltage is developed to drive both the permanent magnet and the

electronically commutated d-c motors, The amplifier was designed to drive

the d-c motors on the theory that if a d-c motor was pulsed at a sufficiently

high frequency, the inductance of the motor winding would integrate those pulses

and provide filtered d-c to the motor. Speed control would then be achieved by

varying pulse width. Figure 5 is a block diagram of the d-c system.

The error signal from the attitude sensor controls the
"on time," To of a one-shot multivibrator (see Figure 6). Another hybrid

multivibrator determines the starting time for the one-shot. The output from

the first hybrid and width control one-shot are summed in an AND gate. The

output of the AND gate is amplified and used to drive the power amplifier

connected to the motor winding. This controlled-time speed system is used for

both the d-c permanent magnet and d-c eleccronically commutated motor.

As no 400-cps e-ccitation is available in the d-c amplifier

system, the power transistor used in the power amplifier is driven into

saturation by means of a pulse current transformer. Since no excitation is

available for solid-state choppers, the error signal amplifier is of complimentary

symmetry design. A stable hybrid multivibrator is again used for the time base.

The efficiency of this driving amplifier in terms of power

delivered to the loan compared to power consumed by the amplifier is in excess

of 90 per cent.

11
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b, Commutation System

The electronicallyýcommutated motor is basically a two-

winding motor. Two identical channels of electronics are used to commutate

the windings. A typical channel consists of a level sensitive trigger circuit

which receives its intelligence from the flux sensitive bridge that indicates

the position of the flux pattern. The output of the level sensitive trigger circuit

trips a flip-flop which drives a switching amplifier, connecting the proper end

of the motor winding at the proper time to the correct voltage.

3. Velocity Servo Loop

Since a typical motor tested in the laboratory had an acceleration

time of ten seconds from zero to maximum speed and a deceleration time of

two minutes, an internal velocity servo loop was added to make system response

linear. However, since the times involved in attitude control of space vehicles

are on the order of several minutes rather than seconds, addition of this velocity

loop may not be necessary.

The velocity servo loop incorporates a dual input photoelectric

tachometer whose output, through suitable logic, supplies a voltage whose

magnitude is directly proportional to the speed of the i -otor and whose polarity

is dependent upon the direction of rotation of the motor. The output of the

tachometer logic is summed with the platform error input signal, amplified

by a high gain amplifier, and applied to the error signal amplifier in the power

amplifier system. To provide the greatest possible stability, chopper

stabilization is used in the high gain amplifier and summing portions of the

servo loop,

With the addition of the velocity servo loop, both the acceleration

and deceleration times of the motor are approximately ten seconds. The

resulting system has better than one per cent speed linearity over its entire

range.
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D. The Sensor

To conserve power and tominim'nze circuitry and weight on the platform.

it was decided that the input sensor should consist of: (a) a light beam placed at

a convenient distance (roun the table to establish a reference, and (b) a visible

pickup device mounted on the edge of the table to detect attitude error. Gyros

are a readily available alternate which could have been used instead of the visible

sensor. However, since gyros require heater power as well as three-phase

excitation, a heater amplifier and a static inverter would have to be added to the

platform, resulting in greatly increased battery drain, platform weight, and

system complexity.

The visible sensor consists of a simple single lens which focuses the

light at the rear of the cylinder (see Figure 7), where photo transistors have been

mounted. The output of th' sensor, either a positive or negative signal, depending

on the platform's angular relationship with the incoming light rays, is amplified

and used to control the associated power amplifier systems. Both position and

integral feedback with lead-lag shaping are employed in the system.

BARREL

LIGHT RAYS PHOMELFCTRIC

LENS

Figure 7. Mechanics of Sensor.

A simple 2-pole a-c tachometer is mounted on the motor's shaft. The

output signal from the tachometer is applied across an active tuned q-multiplier

circuit. The output of this circuit is an a-c frequency directly dependent upon

the speed of the motor, whose amplitude has been modified by the q-multiplier.

This signal is converted to a d-c voltage in a simple passive a-c to d-c circuit.

This d-c clamp voltage is then used to actuate a relay, which controls the

solenoid valve action in the pneumatic system of the platform. To achieve equal

gas discharge times for each end of the platform, an RC time constant determines

the on-time of a master relay, which actuates the appropriate slave gas solenoid

valve.

14



E. The Pneumatics

Gas is stored on the platform in four tanks whose outputs &re

manifolded together to maintain uniform pressure in each tank. jnese tanks

are mounted syrimmetrically with respect to the center of gravity of the platform.

so that no shift in the center of gravity occurs during gas discharge. The

manifold output of the tanks is reduced in a two-stage pressure reguiator and then

piped to the solenoids mounted at the ends of the table. Figure 8 shows the gas

solenoid, nozzle, and sensor mounted on the end of the table.

IV, GENERAL

A. Reliability

The ultimate goal in the design of this system is to achieve a high

degree of reliability, and operate unattended for a period of a year or longer.

The system will require little or no calibration and no selection of components,

as all components are available as off-the-shelf items. Circuits have been

specially designed for stability. Switching techniques keep the transistors cool

and virtually no power is dissipated in the transistors because of the high circuit

efficiencies, which further tend to increase the reliability of the system.

B. Torque, Speed, Power Relationships

The laboratory model provided a useful stall torque of I Oz-in., a

motor speed of 12, 000 rpm (before gas jet firing), and a maximum no-load speed

of 20, O0, rpm, while consuming approximately 9 watts of energy to maintain a

constant wheel speed. The signal circuitry required to process the incoming

signal requires an additional 3 to 4 watts. The system has a motor time constant

of about 10 seconds for wheel acceleration from 0 to 12. 000 rpm. The ratio of

moment of inertia of the platform to that of the wheel was approximately

400, 000 to 1. This system, with minor modifications, could be further reduced

to give a 10 watt per axis system, yielding 1 oz-in. , of torque.

The ultimate design goal of a system of this type would be (1) to

consume no more than 10 to 15 watts for a 3-axis system, (2) to deliver torques

on the order oi 1!2-oz -in., with approximately the same speed capability, and

15
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(3) to function unattended for a year or longer. The weight of this system would

be no more than 10 to 15 lb. The system described in this report approaches

these design goals.

C. Space Vehicle Control

Three-dimensional attitude control of a space vehicle can be achieved

with three channels, as described above, mounted with the wheel spin axes along

the vehicle principle axes of inertia. Thrust for the auxiliary mass ejection

system can be generated by means of compressed gases, as in the laboratory

model. Use of minopropellants or bi-propellants, vaporized liquids, ion ejectors,

plasma jets, etc. , are also feasible for thrust generation. The control system

may be simplified somewhat by eliminating the tachometer. Wheel control con-

tinuts until saturation occurs, at which time any disturbance present will cause

the vehicle to drift until the attitude corresponds to the dead-space value of the

mass-ejection system. Firing of the jets will then drive the wheels out of

sat-,uration, where wheel control resumes.

D. Design Considerations

In addition to specifying attitude requirements to achieve successful

operation of a specific space mission, it is necessary to have some knowledge

of the causes of deviations from the desired attitude, of how such deviations

can be sensed, and how they can be corrected. The gyroscopic effects of the

inertial wheels must also be considered in the design of a control system.

Source of disturbances, methods of sensing, and three-dimensional equations of

motion are presented in the Appendix.

E. Selection of Control Equations

Referring to the equations of motion presented in the Appendix, it

can be seen that the control problem is to make the wheel momenta, with respect

to the vehicle, suitable functions of the deviations from the reference, so that

resulting vehicle equations of motion have the desired stability and response

characteristics. In applications where relatively large deviations in attitude

can be tolerated, a control equation in which the wheel momenta are linear

functions of the deviatnon angles and their rates may be satisfactory. Constant

17



wheel speeds, then, result in constant attitude errors. If attitude deviation

requirements are strik.gent, integration can be incorporated into the control

system to eliminate these errors.

Although the control equations selected for a single-axis control

system may provide satisfactory performance and stability, it is by no means

conclusive that three independent single-axis control channels, each a function

of the corresponding deviation angle, will provide adequate perforrance for

three-dimensional control. In the case of an orbiting vehicle in which the

reference axes rotate at orbital frequency (this, in the absence of disturbances,

results in a periodic transfer of momentum between wheels at orbital frequency),

and in the presence of periodic disturbancr' torquei a! or near o-bital frequency.

stability problems may arise. More sophisticated control equations may then be

necessary.

1
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APPENDIX

A. Disturbance Sources

Disturbance torques which act to perturb the vehicle from the desired

orientation may arise from the following sources:

1) Rotating parts within the vehicle.

2) Inertial cross-coupling due to differences in principal moments of

inertia.

3) Interaction with ambient gravitational. magnetic, and electric fields.

4) Incident and emitted radiation.

5) Particle impingements.

6) Aerodynamics.

Because of present lack of knowledge of the environment to which a space

vehicle will be subjected, only crude estimates of the magnitudes of disturbances

can be made. It is difficult to generalize since these disturbances depend upon

the vehicle configuration. The vehicle should, then, be designed to minimize

1Vhe disturbing effects.

B. Sensing Methods

There are a number of sensing methods that can be incorporated into a space

vehicle control system. These methods can be divided into four basic classes:

1) Sensing by inertial means. Devices which fall into this category are

gyroscopes, accelerometers, pendulums, vibrating masses. etc.

2) Sensing by sighting of celestial bodies. Such devices are horizon

scanners, sun seekers, moon seekers, and stai trackers.

3) Sensing by interaction with ambient fields. Such methods are quite

restricted, in that ambient fields vary with altitude and orbital position.

For very low altitudes use can be made of the atmospheric pressure

gradient. The earth'a magnetic field varies consieerably with orbital

position, so that some programming must be u•ed with such a system.

The observation of the differential gravitationisl forces on the various

19
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parts of the vehicle requires extremely sensitive instrumentation in

measuring this gravitational gradient.

4) Sensing by ground observation of signals transmitted from the vehicle.

The field pattern of a narrow radar beam transmitted from the vehicle

can yield attitude information. Correction signals are then transmitted

to the vehicle from the ground station.

Although the sensing methods listed above have their limitations and dis-

advantages, the control designer has a relatively broad selection of feasible

metA.vls of attitude sensing.

C. Equations of Motion

Let the reference coordinate system consist of the xyz axes, with the

origin iocated at the center of mass of the vehicle. It is assumed, for generality,

that the position of the vehicle center of mass is known as a function of time.

The angular velocity -ref of the reference frame, then, is also known as a

function of time. It has components w x, w , ard w z directed along the x, y,

and z axes, respectively.

W ref x x yy z z

Let XYZ form an orthogonal set of body-fixed axes directed along the principal

axes of inertia of the vehicle, which has principal moments of inertia IX, Iy,

ai 1 Z. The angular velocity Cbody of these body-fixed axes in inertial space

has components wX#, y, and w Z directed along the X, Y, and Z axes,

respectively.

%oody ' xeX + WYeY + WZ Z (2)

Since the seni.., elements will, in general, ,neasu!re deviations from the refe--

ence, it may be desirable to express the body rates in terms o.t these deviations.

The angular velocity of the reference frame, the bodi axes, and the angular

velocity rel of the body axes relative to the refererce frame, are related by:
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"'body = ret rel

Let us define these deviation angles by the three rotations, 93 V I, and Q., in

that order, which transform the reference axes, xyz, into the body axes, XYZ.

03 is a rotation about the z axis, transforming xyz into x~y's . 1 i a rotation

about the x' axis, transforming x'ylz into x'Yz'. 02 is a rotation about the

Y axib, transforming x'Yz' into XYZ. This sequence was selected so that 0

and 0. correspona to the gimbal angles of a gimballed "pointer" that is aligned

wit'ý .. e of the reference axes. The choice of deviation angles, however, is

z.r:itrary. The unit vectors in the two sets of axes are then related by:

11 1 al1 3  xx

e =a a a (e
e Y = a21 a22 a23 y

e a31 a 3 2 a33  (4)

where

a II= coso 2 cos 8 3 - sin e1 sin 02 sin 03

a12 = coo a2 sin 0 3 + sin O1 sin 02 cos 03

2 = -- Cos 0 $in 02

A31 2

a21 = -- Cos 01 sin 03

az- = cos O1 cos S3

a 2 3 = sin 01

a 31 sin 0 cos a3 + sin 01 cos 0z sin B3

a3 2 = sin S sin S 3 - sin e1 cos a cosG 3

a 3 3  Ccos 0a cos 0

This transformation is shown in diagram in Figure 9.
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Figure 9. Deviation Angles.

Euler's equations, which describe the general motion of a body about its center

of mass, are:

IX4,X (IZ -- y) wZy = (LD)x + (Lw)X

TyE~y 19X- wZx (LfD)Y (LW)y

÷ -Iy -- IxWyW = (LD)z + (Lw)z (5)

where the terms on the right-hand side of equation (5) are the components of the

external disturbance torque 1) on the vehicle ani "W the torque ,ue to the

motion of the wheels.
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Using equations (3) and (4). the components of the vehicle angular velocity

in inertial space directed along the body axes. then become:

" = 114,x + al,ýy ' a13 ( wz + 0 3 ) + O cos 2

wy a.i + + aa 3 ( + 93) + 62

Z= a3x + a 3 y + a 3 3 (• +93) +81 sine 2  (6)

Let HX,.HY and Hz represent the components of the total angular

momentum, H, of the X, Y, and Z wheels relative to the vehicle frame. The

torque upon the vehicle due to the motion of the wheels becomes:
d

-w -= - Hx( + Hye + HZ Z) (7)

or

-LW HXeX + HYeY + Hzez + 'ody x (8)

The compon-onts of LW i long the body axes are:

-(Lw)x = HiX 4 HZy - Hyz

w)Y = iy + HXwz - HZwX

(Lw)z = iHiz + Hy•X - HXhy (9)

The general equations of motion of a vehicle with reaction wheels, then,

Are given by equations (5), (6) and (9). The moments of inertia of the vehicle

are now defined to include the moments of inertia of the wheels. These

equations are not in a form that can be suitably used for conventional control

system synthesis. However, they can be reduced to a more tractable form by
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linearization, so that the resulting expressions are ordinary differential

equations with constant coefficients, Cinventional servo techniques can then

be applied.

For the single-axis laboratory model the equation of motion, excluding

disturbances, is

19 0 f = -3(t0)

where

I = platform momerA of inertia

9 = platform angular deviation

H = wheel momentum

J = wheel moment of inertia

w = wheel speed

The control equation is
(s + k) (T 1 + 1)

SIKm ("j 6 + 1)("1) +i) (1c

where

L =amplifier gain

k = motor gain

k = integrator gain

T = motor time constant
m

SI = lead time constant of shaping network

2 2 = lag time constant of shaping network

9c = commanded platform deviation

Amplifier and integrator gains and lead-lag time constants were selected

to yield a 50 per cent damped system.
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